
TRIPLE EFFECT: FILTRATION +PHOTOCATALYSIS + UVC

TESTED: 
ENAC LABORATORY 
UNE-EN 14698

UNE 0068:2020
COMPLIANCE
ENAC LABORATORY 
UNE-EN 14698

CONTINUOUS
PURIFICATION
SAFE FOR
EVERYONE

CONTACT US:

comercial@rolentech.com
ww.rolentech.com

Prefilter & Rolen's
photocatalysis
technology

UVC Light HEPA Filter
Adjustable airflow and

distribution

PRODUCT      l    Air Sanitizer

DEACTIVATES UP 
TO   99,9% 
OF VIRUSES 
FUNGI AND BACTERIA 
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ww.rolentech.com

CHARACTERISTICS AND APPLIANCES

PRODUCT      l    Air Sanitizer

MECHANISM AND FEATURES

ADAPTABLE TO ANY  ENVIRONMENT AND VIRUCIDAL CONCENTRATIONS.

IDEAL FOR ENCLOSED AREAS.

HIGH CAPACITY PURIFYING AIR QUICKLY AND ENSURING A VIRUS AND CONTAMINATION FREE

SPACE. DESIGNED TO PROVIDE A HIGHER EXPOSITION OF TIME AND ENERGY. MORE THAN THE

NECESSARY TO DISABLE COMMON BACTERIA AND VIRUS, AS WELL AS THE CORONAVIRUS.

ADJUSTABLE AND ADAPTABLE SETTINGS FOR FUTURE BACTERIOLOGICAL CHALLENGES.

ROLEN Purifica completely eliminates the tested microorganisms: Escherichia coli, Pseudomonas
aeruginosa, Staphylococcus aureus, Aureobasidiumspp., Candida albicans & Bacillus subtilis, present by
inoculation in a 35 m³ room. All these microorganisms require a higher energy level to be disabled than
the coronavirus.

AJUSTABLE NOZZLES
PERSONALIZED AIR

DISTRIBUTION

HEPA FILTERING
HIGH EFFICENCY 99,95%

>0.3 µm PARTICLES

DISPLAY
INFORMATIONAL LED

PANNEL: CONTINUOUS
AIR PURIFICATION

UVC LIGHT
DEACTIVATES VIRUS,

BATERIA AND SPORES

ROLEN PCO
ELIMINATES ODORS,

COV'S. NOx and SOx

PREFILTER
AGAINS BIG PARTICLES
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PRODUCT      l    Air Sanitizer

PURIFICA 400A PURIFICA 400B PURIFICA 400D PURIFICA 1000D

CERTIFICATES AND REGULATIONS

715x365x1000 715x365x1900 715x365x1900 750x500x2000 

Air flow (m3/h)

Dimensions (mm)

R-PCO
(photocatalysis)

Display

Intensity (A)

Maximum Power (W)

Weight (kg)

RANGE OF MODELS

Noise (dB)

Germicidal
power UVC (w)

Safety Pack 
(LED error, open
door and flow

sensor) 

HEPA Filter H14
(EN 18 22) 

Maximum  area (m2)*
*depends on the room 

LED indicator

Adjustable Fan

2014/35/EU
2014/30/EU
2011/65/EU   
2012/19/EU

EU REGULATIONS:

UNE 0068
EN 15858:2016
ISO 15714:2019
EN 62471:2008

UV-C SECURITY: 

EN 60335-1:2012
EN60335-2-65:2005
EN 50106:2008

ELECTRICAL SECURITY

EN 62311:2008
EN 62479:2010

EMC SECURITY EN 55014-1:2006
EN 55014-2:1997
EN 61000-3-2:2014
EN 61000-3-3:2013

EMC COMPATIBILITY:

Wheels

G4 Prefilter

*Measured: 5m distance. Anechoic chamber. 400m3/h Flow
**Measured: 5m distance. Anechoic chamber. 1000m3/h Flow
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